
Product Data Sheet

Integrated Luminaire T38 1 2

Flat integrated luminaire, equipped with LED technology.

The luminaire is integrated into the Lindner fire

protection metal ceil ing panel (in the factory).

Housing Colour is adjusted to ceil ing.

Light is distributed via a matted glass cover.

Delivery inclusive preassembled connection cable, plug

and connector.

Voltage: 220-240 V / 50-60 Hz

Protection Class: 1

Protection Type: IP20

Cover: glass

Colour: suitable to ceil ing

Light Colour: 4.000K

CRI: RA>80

Dimension Drawing:

Options:
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Technical Information:

Light Colour 3.000K

DALI dimmable

S
u
b
je
c
t
to
c
h
a
n
g
e
w
it
h
o
u
t
n
o
ti
c
e
.
T
h
is
d
a
ta
s
h
e
e
t
is
o
u
r
p
ro
p
e
rt
y
U
n
a
u
th
o
ri
z
e
d
c
h
a
n
g
e
s
a
n
d
h
a
n
d
in
g

o
v
e
r
to
th
ir
d
p
a
rt
ie
s
a
re
n
o
t
a
llo
w
e
d
.

Lindner SE, Moosstraße 1 , 84051 Mettenbach, Deutschland, Tel.+49 (0) 8702 671 48 0, www.Lindner-Group.com, Info@Leuchtenfabrik.com

Type

T38 1 2 - 260

System Power Dimension (Ø x h)

1 2 Watt 260 x 38 mm

Lumen Output

1 .1 00 Lumen




